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TECHNICAL SERVICE BULLETIN 

ITEM T80/ 0l3 
SUBJECT: RADIO INSTALLATION TR7 30th ANNIVERSARY MODEL 
MODELS: TR7 

Date ... ':I,,:~e.UIl.e, .. ~~.~.c. 

A special new auto- reverse cassette radio, part number BLM-I05092, is being supplied 
for installation in dealer stock TR7 convertibles as part of the 30th anniversary 
model . As this radio is slightly longer (deeper) than the earlier models , care must 
be taken to see that the wiring harness is clear of the back of the radio when in
serted into the dash, to avoid pinched wires. 

In addition, due to the longer (deeper) chassis, there can possibly be some inter
ference with the insulation pad (up to .. " thick) on the transmission tunnel and the 
bottom of the radio . On some vehicl es, it is necessary to remove a small section 
of the insulation, even with the bottom of the radio, to permit the radio to be in
stal led flush in the dash. 

ITEM T80/ 014 
SUBJECT: REAR AXLE WHINE 
MODELS: All 

P.W.B. 

Instances have occurred where low mileage units have been changed to rectify a slight 
axle whine. 

warranty claims will not be accepted for axle whine rectification unless the vehicle 
has completed at least 3,000 miles. 

Experience has shown that the condition ceases to exist after the axle has run in. 

ITEM T80/ 015 
SUBJECT: OVERSIZED TAPPETS TR7 CYLINDER HEAD 
MODELS: TR7 

H. C. T. 

A small group of TR7 cylinder heads, PIN TKC- II09, were manufactured with oversized 
valve guides and are in the field. These cylinder heads can be easily identified 
by the "O/ S" stamped directly above the tappet holes. 

Should tappet repairs be necessary , proper oversized tappets may be obtained under 
PIN 88-155134. 

Please make information available to all concerned personnel. 

H.C.T. 




